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Shrinkable

This is a plastic film produced from polyethylene resins using a blown extrusion process.

Also known as shrink film or heat-shrink film. When subjected to temperatures between 

100 and 140 °C, the film contracts and shrinks. According to the application requirements, 

characteristics such as shrink rate, mechanical strength, and COF can be adjusted during the 

film manufacturing process.

It allows products to be wrapped and stored, facilitating protection

and transportation. It is easy to handle and, in most cases, shrink

tunnels are used for the application of shrink film.

Suitable for Your Business

Automatic Application

Advantages

Prevents 
bacterial 

proliferation

Improved 
storage and
resistance

Better 
molding to

product shape

Facilitates
transportation
and handling

Dimensional Properties

Property

Width mm 300.00 1600.00 +/- 1.5%

+/- 10.0%

+/- 10.0%

+/- 10.0mm

---

0.030 0.140

14.25 47.50

3.00 3.00

250.00 500.00

mm

g/m²

pol

mm

Thickness

Basis Weight

Core Internal Diameter

Roll External Diameter

Unit Minimun
Value

Maximum
Value

Process
Variation

²



The film adapts to the shape of the packaged product and can

replace other types of packaging, such as cardboard and wooden boxes.

• Shrink rates can be adjusted according to application needs;

• COF adjusted according to application requirements;

• Good mechanical properties;

• Excellent sealability;

• Can be produced in slit sheet, folded sheet, and tubular formats.

MAIN FEATURES

IDEAL FOR

• Serving a wide range of segments,

such as: Food, electronics, cleaning

products, cosmetics, among others.

• Unitizing and storing products:

 Widely used in several segments,

especially in the beverage industry,

facilitating transportation and handling.



Head Office

Highway SC 108 - KM 331,5 - CEP: 88.870-000 

B. Murialdo - Orleans - SC - Phone/Fax: 48 3466.6600

gdmplasticos@gdmplasticos.com.br

Transformation that involves you!

Escada Branch
AL A - S/N - Quadra 97 - Galpão 3 - Módulos A e B

Distrito Industrial João G da Silva Escada – PE

CEP: 55500-000 - Phone/Fax: 81 3771.6607

filialnordeste@gdmplasticos.com.br

Sumaré Branch
Highway Adauto Campo Dall’Orto, 2601

Jardim Manchester (Nova Veneza) Sumaré – SP

CEP: 13178-440 - Phone/Fax: 19 3113.0900 

gdmplasticos@gdmplasticos.com.br

gdmplasticos.com.br


