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Sustainability 
applied to your 
logistics operation.

Transparent Stretch Film with 30% PCR, developed to protect, 
stabilize, and optimize loads during transportation and 
storage. An efficient solution that contributes to the circular 
economy while maintaining high technical standards.

Produced from polyethylene with 30% 
post-consumer recycled (PCR) resin
Use of recycled raw materials
ECO-friendly product
Stretch film with good mechanical strength
Excellent load retention (compaction and 
stability)
Good layer-to-layer adhesion (cling)
Protection against moisture and dust
Contributes to reducing the use of virgin 
resins and lowering environmental impact
Available in the transparent versions 
Suitable for manual and automatic 
application

Features



Stretch PCR
Applications

• Used to stabilize palletized loads, 
reducing shifting and risk of damage.

• Promotes load unitization, keeping 
volumes firm and compact, facilitating 
handling.

• Protects products during 
transportation and storage against 
moisture and dust.

• Suitable for use across various 
industrial and commercial segments.

Type

• Manual Application 
•  Automatic Application

Thickness

• Between 0.017 mm and 0.040 mm

Available

• With Core | Coreless

Storage

At temperatures not exceeding 30°C and 
relative humidity up to 60%

Main Properties

Properties

Maximum Tensile Strength *MD ASTM D882 Kgf

Maximum Tensile Strength *TD ASTM D882 Kgf

Elongation at Break *MD ASTM D882 %

Puncture Resistance GDM Kgf

Puncture Resistance at 100% Stretch GDM Kgf

Unwinding Force (Cling)

Typical values mentioned are average data and should be considered as reference only, not as guaranteed specifications. 
Other specifications may be met upon consultation and approval.

*MD – Machine Direction | *TD - Transverse Direction | *GDM - GDM Methodology
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Transformation that 
involves you!

Headquarters
SC 108 Highway – KM 331.5 – ZIP Code: 88.870-000 

Murialdo District – Orleans – SC – Phone/Fax: +55 48 3466 6600
gdmplasticos@gdmplasticos.com.br

Escada Branch
AL A – No Number – Block 97 – Warehouse 3 – Modules A and B 

João G. da Silva Industrial District – Escada – PE 
ZIP Code: 55500-000 – Phone/Fax: +55 81 3771 6607

filialnordeste@gdmplasticos.com.br

Sumaré Branch
Adauto Campo Dall'Orto Highway, 2601

Jardim Manchester (Nova Veneza) – Sumaré – SP 
ZIP Code: 13178-440 – Phone/Fax: +55 19 3113 0900

gdmplasticos@gdmplasticos.com.br

gdmplasticos.com.br


