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Cast Film 



Transparent Cast 
Stretch Film Line

GDM Plásticos Cast Stretch Film is produced using low-density 
polyethylene (LLDPE), offering mechanical strength, adhesion, 
and optical properties such as gloss and transparency.
Available in Conventional, Premium, and Pre-stretched versions, 
the films are developed to provide protection, compaction, and 
stability for palletized loads during transportation and storage 
processes, contributing to greater safety and product integrity.
Depending on the version, they can be used in automatic 
palletizing systems or for manual application, and can also be 
supplied with core or coreless, according to operational needs.

Tensile strength; 

Optical properties (shine and transparency); 

Mechanical strength; 

Compression and load stability; 

Adhesion between layers (cling); 

Available in transparent or pigmented 
versions in various colors; 

With Core or Coreless.

Characteristics



Stretch Cast
Applications

• Used for products in the 
beverage, food, cosmetics, 
hygiene and cleaning, 
pharmaceutical, footwear, 
textile industries, among 
others. 

• Suitable for unitization and 
load stabilization processes, 
ensuring greater safety, 
compaction, and product 
integrity during transportation 
and storage. 

Type

• Manual palletizing 
• Automatic palletizing

Thickness

• Between 0.012 mm and 0.040 mm

Available

• With Core or Coreless

Storage

Store below 30 °C and relative 
humidity up to 60%



In addition to the transparent version, the film can be pigmented in 
various colors, meeting specific needs for identification, logistical 
standardization, or visual differentiation.

Transparent Cast Polyethylene Stretch Film Automatic 

Tables
Main properties 

Properties

Maximum Tensile Strength *MD

Elongation at Break *MD

Puncture Resistance

Unwinding Force

Tear Resistance *MD

Cling

GDM

GDM

GDM

GDM

GDM

GDM

N

%

N

N

N

N

120

200

18

30

60

0.6

140

200

20

30

70

0.7

150

220

23

30

90

0.75

180

240

25

33

110

0.75

210

260

30

35

130

0.8

*MD – Machine Direction | *TD – Transverse Direction | *GDM – GDM methodology performed using ESTL equipment

Method Unit Thickness (mm)
0,015 0,017 0,020 0,025 0,030

Transparent Cast Polyethylene Stretch Film Manual
Main properties 

Properties

Maximum Tensile Strength *MD

Elongation at Break *MD

Tear Resistance

Unwinding Force

Impact Resistance *MD

Cling

GDM

GDM

GDM

GDM

GDM

GDM

N

%

N

N

N

N

110

170

15

30

55

0.6

120

180

17

30

70

0.6

140

190

20

30

90

0.6

170

210

25

33

110

0.65

200

220

30

35

120

0.70

*MD – Machine Direction | *TD – Transverse Direction | *GDM – GDM methodology performed using ESTL equipment

Method Unit Thickness (mm)
0,015 0,017 0,020 0,025 0,030

Transparent Cast Polyethylene Stretch Film Premium 
Main properties 

Properties

Maximum Tensile Strength *MD

Elongation at Break *MD

Puncture Resistance

Unwinding Force

Tear Resistance *MD

Cling

GDM

GDM

GDM

GDM

GDM

GDM

N

%

N

N

N

N

130

250

22

30

70

0.6

150

260

23

30

80

0.7

160

280

25

30

90

0.75

185

300

30

33

100

0.75

230

330

35

35

140

0.8

*MD – Machine Direction | *TD – Transverse Direction | *GDM – GDM methodology performed using ESTL equipment

Method Unit Thickness (mm)
0,015

110

220

20

30

60

0.5

0,012 0,017 0,020 0,025 0,030

Transparent Cast Polyethylene Stretch Film Pre-stretched
Main properties 

Properties

Maximum Tensile Strength *MD

Elongation at Break *MD

Puncture Resistance

Unwinding Force

Tear Resistance *MD

Cling

GDM

GDM

GDM

GDM

GDM

GDM

N

%

N

N

N

N

200

70

25

30

90

0.5

200

100

27

30

105

0.5

*MD – Machine Direction | *TD – Transverse Direction | *GDM – GDM methodology performed using ESTL equipment

Method Unit Thickness (mm)
0,008 0,010



Transformation 
that involves you!

Head Office
SC 108 Highway – KM 331.5 – ZIP Code: 88.870-000

Murialdo District – Orleans – SC – Brazil
Phone/Fax: +55 48 3466 6600

gdmplasticos@gdmplasticos.com.br

Escada Branch
AL A – S/N – Block 97 – Warehouse 3 – Modules A and B
João G. da Silva Industrial District – Escada – PE – Brazil
ZIP Code: 55500-000 - Phone/Fax: +55 81 3771 6607

filialnordeste@gdmplasticos.com.br

Sumaré Branch
Adauto Campo Dall'Orto Highway, 2601

Jardim Manchester (Nova Veneza) – Sumaré – SP – Brazil
ZIP Code: 13178-440 - Phone/Fax: +55 19 3113 0900

gdmplasticos@gdmplasticos.com.br

www.gdmplasticos.com.br


